
Material Pressure tanks type lDg

lightweight material pressure tanks type lDg
These thin-walled containers are made entirely of stainless steel (1.4301). 
The tanks can be opened easily and quickly using the hinged cross grip locks.

1 Pipe to material outlet

2 Material outlet ball valve

3 Optional agitator

4 Air inlet fitting assembly complete with pressure regulator, pressure gauge, safety valve and venting

5 Hinged cross grip locks

4

1

2

3

5

42

LDG 5 without agitator

LDG 10 with  
air-powered agitator

All LDG 5 and LDG 10 
pressure tanks with an 
upper outlet are  
supplied as standard 
with an integrated 
inliner.

LDG 20 with electric 
agitator

optional accessories for lightweight material pressure tanks lDg

Air inlet fitting assembly 
complete with second 
regulator for connecting  
a second spray gun

Control for  
marking  
containers

Material distributor 
for connecting a 
second or third  
consumer

Manual agitator Air-powered agitator 
for LDG 5

Air-powered  
agitator for LDG 
10 and 20

Electric agitator for 
LDG 10 and 20

Suction strainer  
(for LDG 20) 

Suction strainer for LDG 5 and 10 Fluid level sensorsInsert bucket 
(see p. 45)

Inliner for LDG 10 and 
LDG 5 (see p. 43))

Material  
filter (see p. 45)




